
Tip Protok l/s Prečnik posude D (mm)
Dužina            
L (mm)

Visina               
H (mm)

Cijevni 
priključak 
DN (mm)

Visina 
dotoka 

Hd (mm)

Visina 
izljeva 

Hi (mm)

NV1 1 800 1100 100 770 700

NV2 2 1200  960 100 700 630

NV4 4 1400  1270 100 1000 930

NV7 7 1800  1220 125 1060 990

NV10 10 1400 3100  150 960 890

NV15 15 1400 4600  200 1030 960

NV20 20 1600 5400  200 1170 1100

NV25 25 1800 5400  200 1310 1240

Tip Protok l/s Prečnik posude D (mm)
Visina               

H (mm)

Cijevni 
priključak 
DN (mm)

Visina 
dotoka 

Hd (mm)

Visina 
izljeva 

Hi (mm)

LM K1 1 800 1050 100 730 680

LM K2 2 1000 1040 100 760 710

LM K4 4 1200 1320 125 1050 1000

LM K7 7 1400 1580 150 1310 1260

LM K10 10 1600 1810 200 1430 1380

LM K15 15 1800 1900 200 1550 1500

LM K20 20 2400 2050 250 1560 1510

LM K25 25 2400 2340 300 1850 1800



SEPARATOR ULJA           
 Aquareg BY-PASS

Protok l/s
Promjer       

D 
(mm)

Dužina            
L 

(mm)

Visina               
H 

(mm)

Mak. koli. izlučenog 
ulja (l)

Ulaz/Izlaz DN 
(mm)

Aquareg S 10 bp 1 1 1000  1150 157 250

Aquareg S 15 bp 1,5 1,5 1000  1150 157 250

Aquareg S 30 bp 3 3 1000  1300 157 250

Aquareg S 40 bp 4 4 1200  1480 226 250

Aquareg S 50 bp 5 5 1200  1706 226 300

Aquareg S 60 bp 6 6 1200  1900 226 300

Aquareg S 80 bp 8 8 1400  1900 308 300

Aquareg S 100 bp 10 10 1400  2180 308 300

Aquareg S 125 bp 12,5 12,5 1800  1870 509 400

Aquareg S 150 bp 15 15 1800  2100 509 400

Aquareg S 200 bp 20 20 2000  2222 628 400

Aquareg S 250 bp 25 25 2000  2672 628 500

Aquareg S 300 bp 30 30 2400  2398 905 500

Aquareg S 350 bp 35 35 2000 3250  1096 500

Aquareg S 400 bp 40 40 2000 3960  1396 500

Aquareg S 450 bp 45 45 2000 4424  1620 500

Aquareg S 500 bp 50 50 2000 5270  1851 600

Aquareg S 650 bp 65 65 2000 6283  2145 600

Aquareg S 800 bp 80 80 2400 5800  2980 800

Aquareg S 1000 bp 100 100 2400 7100  3587 800

Aquareg S 1250 bp 125 125 2400 8800  4445 800

Aquareg S 1500 bp 150 150 2400 12100  6050 1000

SEPARATOR ULJA                   
Aquareg NG

Protok l/s
Promjer  

D 
(mm)

Dužina  
L 

(mm)

Visna     
H 

(mm)

Mak. koli. 
Izlučenog ulja (l)

Ulaz/Izlaz
DN (mm)

Aquareg NG 1+100 1 0.600  1106 57 110

Aquareg NG 2+200 2 0.800  1180 100 110

Aquareg NG 3+300 3 1000  1100 157 110

Aquareg NG 6+600 6 1200  1679 226 150

Aquareg NG 8+800 8 1400  1630 307 150

Aquareg NG 10+1000 10 1400  1981 307 150

Aquareg NG 15+1500 15 1800  2000 508 200

Aquareg NG 20+2000 20 1800  2350 508 200

Aquareg NG 30+3000 30 1600 3880  920 250

Aquareg NG 40+4000 40 1600 5300  1374 300

Aquareg NG 50+5000 50 1600 6550  1715 300

Aquareg NG 65+6500 65 1800 6650  1886 300

Aquareg NG 80+8000 80 2000 6550  2294 300

Aquareg NG 100+10000 100 2400 5650  1857 300

Aquareg NG 125+12500 125 2400 7000  2323 400

Aquareg NG 150+15000 150 2400 8370  2796 400

Aquareg NG 200+20000 200 2400 11450  4266 400

Aquareg NG 250+25000 250 2400 13300  4553 500

SEPARATOR ULJA  
Aquareg BY-PASS

Protok l/s
Promjer       

D 
(mm)

Visina               
H 

(mm)
Mak. koli. izlučenog ulja (l) Ulaz/Izlaz DN (mm)

Aquareg 3 AC 3 1200 1390 226 150

Aquareg 6 AC 6 1200 1390 226 150

Aquareg 10 AC 10 1400 1600 308 150

Aquareg 15 AC 15 1600 2053 401 250

Aquareg 20 AC 20 1600 2013 401 250

Aquareg 30 AC 30 2000 2500 628 300

Aquareg 40 AC 40 2400 2460 905 300

Aquareg 50 AC 50 2400 3000 905 300

Tip
Protok 

(l/s)

Prečnik 
posude D 

(mm)

Visina 
H (mm)

Dužina L 
(mm)

Cijevni 
priključak 
DN (mm)

Visina 
dotoka Hd 

(mm)

Visina 
izljeva Hi 

(mm)

LO NV 1 1 600 970 - 100 710 680

LO NV 2 2 800 1060 - 100 800 770

LO NV 3 3 1000 1040 - 100 780 750

LO NV 4 4 1000 1290 - 125 1000 970

LO NV 5 5 1000 1520 - 125 1230 1200

LO NV 6 6 1200 1320 - 125 1030 1000

LO NV 8 8 1200 1700 - 150 1390 1360

LO NV 10 10 1400 1580 - 150 1270 1220

LO NV 15 15 1600 1810 - 200 1440 1390

LO NV 20 20 1800 1900 - 200 1540 1490

LO NV 30 30 2400 2040 - 250 1600 1550

LO NV 30* 30 1600 - 4100 250 1200 1150

LO NV 40 40 2400 3240 - 300 2750 2700

LO NV 40* 40 1800 - 5100 300 1350 1300


